Appln. No. 10/803,407 PATENT 
Amendment dated April 11, 2005 


Amendments to the Claims; 

This Listing of Claims will replace all prior versions and listings of claims in 
the application: 

Listing of Claims: 

1. (currently amended) A projection type display device, comprising: 
a light source unit; 

a first cooling cooling fan which cools said light source imit; 
a light valve which modulates a flux of light cmanatod emanating from said light 
source unit: and 

a se cond cooling fan which cools said light valve; and 

a projection lens which projects light modulated by said light valve; 

^wherein the cooling fan provides a cooling air separated from the light valve to cool 

onlv the light source unit, and the cooling air path direction is a frrst cooling air path 
produc e d by said first cooling fan and a s e cond coohng air path produced by said s e cond 
cooling fan are formed substantially independently of each other and a blowing direction of a 
first cooling air g e nerated by said first cooling fan is selectively varied. 

2. (currently amended) The projection type display device according to claim 1, 
further comprising a duct which has said light source unit disposed therein, said duct forming 
said first w hich duct forms said cooling air pat h together with the cooling fan . 

3. (currently amended) The projection type display device according to claim 1, 
wherein the blowing direction of said first direction of said cooling air is selectively varied by 
changing a direction of rotation of said first cooling cooling fan between forward and 
backward. 

4. (currently amended) The projection type display device according to claim 1, 
wherein said first cooling cooling fan is d e sign e d to b e r otatable and the blowing direction of 
said first cooling cooling air is selectively varied by rotating v arving the rotation of said 
cooling fan. 
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5. (currently amended) The projection type display device according to claim 1, 
wherein said first cooling cooling fan is provided at substantially a center portion of a casing 
of said projection type display device. 

6. (currently amended) The projection type display device according to claim 1, 
wherein a plurality of cooling fan removal locations are provided in said first cooling cooling 
air path and the blowing direction of said first cooling coohng air is selectiv e ly varied by 
selecting a specific cooling fan removal location and mounting therein said fiiat cooling 
cooling fan. 

7. (currently amended) The projection type display device according to claim 6, 
wherein said first cooling cooling fan is mounted so that said first cooling c ooling air is 
blown against , and th e reby cool, said light source unit. 

8. (currently amended) The projection type display device according to claim 2, 

wherein the blowing direction of said first cooling cooling air is selectively varied by 
changing a direction of rotation of said first cooling cooling fan between forward and 
backward. 

9. (currently amended) The projection type display device according to claim 2, 
wherein said first cooling cooling fan is designed to be rotatable and the blowing direction of 
said first cooling cooling air is selectively varied by rotating vamng the rotation of said 
cooling fan. 

10. (currently amended) The projection type display device according to claim 2, 
wherein said first cooling cooling fan is provided at substantially a center portion of a casing 
of said projection type display device. 

1 1 . (currently amended) The projection type display device according to claim 2, 
wherein a plurality of cooling fan removal locations are provided in said first cooling cooling 
air path and the blov/ing direction of said first cooling cooling air is selectively varied by 
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selecting a specific cooling fan removal location and mounting therein said first cooling 
cooling fan. 

12. (currently amended) The projection type display device according to claim 3, 
wherein said first cooling cooling fan is provided at substantially a center portion of a casing 
of said projection type display device. 

13. (currently amended) The projection type display device according to claim 4, 
wherein said first cooling cooling fan is provided at substantially a center portion of a casing 
of said projection type display device. 
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